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1    Features And Benefits

LAN interfaces of various devices including network devices, communica�on equipment, digital consumer electronics, etc
Compliant With Ethernet 2.5/5/10GBase-T
NON-POE、IEEE802.3af(15W)、IEEE802.3at(30W) available
Improved Return Loss And Cross Talk Proper�es
High-Quality Product That Uses Auto Winding
Opera�ng temperature -40°C to +85°C
1200Vrms/1mA/60s Hi-pot Support
Super Small Size - available in 3232 Size
ROHS Compliant

WHLT-3232A-121MQN
WHLT-3232A-121MQF
WHLT-3232A-121MQT

WHLT-3232A-121MMN
WHLT-3232A-121MMF
WHLT-3232A-121MMT

2    Electrical Specifica�ons @ 25°C 3   Dimensions (mm)&recommend layout
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4   Schema�cs

5   Recommended Reflow Profile
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6   Packaging specifica�on
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7   Reliability test
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    REMINDERS!
The best assembly quality guarantee period of product: 12 months (From shipment date)
Storage condi�on : seal in packaging, (temperature: 5 to 40°C, humidity: 10 to 75% RH or less).

If taking out for use, the remaining products should be sealed in plas�c bags and preserved in accordance
with the above condi�ons, to avoid oxida�on of electrodes and affect soldering status.

Do not use or store in loca�ons where there are condi�ons such as gas corrosion (salt, acid, alkali, etc.).

Before soldering, be sure to preheat components.
The prehea�ng temperature should be set so that the temperature difference between the solder 
temperature and chip temperature does not exceed 150°C.

Always handle products with care to avoid damage.

Do not touch electrodes with bare hands directly, as oil secre�ons may inhibit soldering.
Always ensure op�mum condi�ons for soldering.

Soldering correc�ons a�er moun�ng should be within the range of the condi�ons determined in the 
specifica�ons.If overheated, a short circuit, performance deteriora�on, or lifespan shortening may occur.

Use a wrist band to discharge sta�c electricity in your body through the grounding wire.

Do not expose the products to magnets or magne�c fields.

Do not use for a purpose outside of the contents regulated in the delivery specifica�ons.

Do not use for Au�mo�ve applica�on.


